
www.castlewood.com

900 CFM Ventilator Power Pack

SPECIFICATION SHEET

SY-HVA-900-SS
POWER PACK

FEATURES

• Stainless Steel
• 4 Speed motor
• 280/460/670/900 CFM
• 6” Outlet (Transition piece with backdraft 

damper to round ducting included)
• 2 Directional Lights
• Halogen (20 watt) and LED (3 watt) lamps 

included
• Stainless Steel Baffle Filters (dishwasher 

safe)
• Power supply cord included
• Speed/Timer Panel with LCD (3 minute Auto 

Timer with delayed shutoff)
• 3 Year Warranty
• Use with SY-HLZ series Liners
• Will accommodate cook-tops with up to 

90,000 BTU output

TYPICAL SPECIFICATION

Power Pack shall be Castlewood model 
SY-HVA-900-SS.

Power pack shall have a multi-speed fan 
switch and separate light switch.

Fan must be ducted externally.
Fan must be equipped with Stainless Steel 
Professional style baffle filters.

Air delivery to be at least 900 CFM and 
sound levels not greater than 6.5 Sones.

Unit shall be ETL listed.

VOLTS AMPS CFM SONES DUCT
110 3 280 1.2 6" outlet
110 3 460 2.6 6" outlet
110 3 670 4.2 6" outlet
110 3 900 6.5 6" outlet
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